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The innovative design of the MiniMax 
screw press is a result of Rosedowns 
industry experience and knowledge, 
which has been gained over many 
years as one of the world leaders in 
the field of Oils and Fats.

The Minimax is capable of cold 
pressing most feed materials without 
pretreatment (large or fibrous 
materials will require breaking before 
entering the MiniMax).

MAX

Design Basis 
• High Reliability

• Simple Installation

• Flexible Applications

• Maintenance Friendly

Key Features 
• Feeder Assembly

• Worm Assembly

• Gearbox & Thrust Assembly

• Cage Assembly

• Stainless Steel Covers 
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MAX
Feeder Assembly
Horizontal metering screw
to ensure a consistent delivery
of process material to be pressed. 
1 Press Covers 

Manufactured in
stainless steel,
easily removable. 
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Worm Assembly
Case hardened or goldstar
worm assembly material. 
Possible to have up to
four compression zones.
Maximum performance
without additional
investment.
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Geared Motor Unit
Reliable Drive
Solution4 High Oil Extraction

The Minimax achieves
maximum oil yield
for minimum investment.
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Water Cooled Shaft
Cooling water requirement
to reduce the cake
temperature can be added
subject to the material
being pressed. 
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Length 2,400 mm
Max Width 850 mm
Frame Height 1,250 mm
Inlet Height 1,900 mm
Cage Bore 150mm

Overall Press 1,100 kg
Half Cage 300 kg
Worm Assy 200 kg
Gearbox 400 kg

Weight
Main Motor 15 kW or 22 kW
Feeder 0.37 kW

Installed Power (Subject to application)

All dimensions are approximate. We reserve the right to alter the specification at any time without prior notice.

Dimensions
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